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CC-Schleppflex® PUR-C-592
Low capacitance, superflexible halogen-free data cable, shielded

Conforms to the EU low-voltage guideline 73/23/EWG 

�® and �®

Technical data
Conductor stranding:
superfine copper strands

acc. to VDE 0295, class 6

Operation capacity at 800 Hz:
core/core approx. 60 nF/km

core/shield approx. 160 nF/km

Insulation resistance:
min. 200 MOhm � km

Temperature range:
-30°C to +80ºC

Bending radius:
5 � cable diameter

Approvals:
acc. to VDE 0245, 0281, 0812
UL: Style 20549, 20233 CMX

CSA: AWM C 22.2 N 210.2-M90 FT1

Cross-section (mm2):

Rated voltage (Volt) VDE / UL, CSA

Test voltage (Volt)

Conductor resistance (Ohm/km)

0,14

300

1500

� 138

0,25

300

1500

� 79

0,34

300

1500

� 57

ConCab kabel Mainhardt Schleppflex-C-592 10 x 0,25 E172073 c� AWM STYLE 20549 300 V 80°C 
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Part-No.

592 26 02
592 26 03
592 26 04
592 26 05
592 26 07
592 26 10
592 26 12
592 26 14
592 26 18
592 26 25

592 24 02
592 24 03
592 24 04
592 24 05
592 24 07
592 24 10
592 24 12
592 24 14
592 24 18
592 24 25

592 22 02
592 22 03
592 22 04
592 22 05
592 22 07
592 22 10
592 22 12
592 22 14
592 22 18
592 22 25

2 � 0,14
3 � 0,14
4 � 0,14
5 � 0,14
7 � 0,14

10 � 0,14
12 � 0,14
14 � 0,14
18 � 0,14
25 � 0,14

2 � 0,25
3 � 0,25
4 � 0,25
5 � 0,25
7 � 0,25

10 � 0,25
12 � 0,25
14 � 0,25
18 � 0,25
25 � 0,25

2 � 0,34
3 � 0,34
4 � 0,34
5 � 0,34
7 � 0,34

10 � 0,34
12 � 0,34
14 � 0,34
18 � 0,34
25 � 0,34

5,5
6,9
8,3
9,7

12,6
16,8
19,6
22,4
28,0
37,9

11,7
14,7
18,0
21,4
28,1
37,9
43,4
49,2
61,0
86,4

13,8
17,6
21,7
26,0
34,4
46,8
53,9
61,3
80,8

108,7

3,9
4,1
4,3
4,6
5,0
5,7
5,9
6,1
6,7
7,7

4,3
4,5
4,8
5,1
5,7
6,6
6,8
7,1
7,7
9,5

4,5
4,7
5,0
5,4
6,0
7,0
7,2
7,5
8,3

10,1

18
18
21
24
31
37
41
46
57
77

26
28
33
38
50
63
70
78
96

143

29
32
37
44
58
74
83
93

120
171

No. of cores

+
cross-
section

No. of cores

+

AWG

Copper
weight

kg/km

Outer
diameter
approx.

mm

Weight

kg/km

2 � AWG 26
3 � AWG 26
4 � AWG 26
5 � AWG 26
7 � AWG 26

10 � AWG 26
12 � AWG 26
14 � AWG 26
18 � AWG 26
25 � AWG 26

2 � AWG 24
3 � AWG 24
4 � AWG 24
5 � AWG 24
7 � AWG 24

10 � AWG 24
12 � AWG 24
14 � AWG 24
18 � AWG 24
25 � AWG 24

2 � AWG 22
3 � AWG 22
4 � AWG 22
5 � AWG 22
7 � AWG 22

10 � AWG 22
12 � AWG 22
14 � AWG 22
18 � AWG 22
25 � AWG 22

Special needs, different dimensions or different outer sheath colours upon request.
For installation instructions please see page 498.
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